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INTRODUCTION
History and Culture

Intelligent Flow For Good

LEO Pump, founded in 1995, is your global-leading partner for smart fluid solutions, engaging
in R&D, manufacturing, sales, and service of all categories of pumps & systems. With our tech
nological innovation in major segments including domestic, commercial, garden, industrial,
and solar pumping, LEO customizes pump and system solutions for global users. We commit
to helping people around the world benefit from intelligent fluid solutions, achieve green
transformation for individuals, corporations, and governments, and promote high-quality
economic growth and sustainable social development. LEO's innovations have brought
changes to more than 160 countries and regions. It's not just a water pump company, but a

story of building a better world with intelligent flow.
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INTRODUCTION INTRODUCTION
Global Network Production Base

LEO WORLD

Production Bases - LEO China: Domestic and Commercial Pumps
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MPP

Vertical In-line Pump

Identification Codes

MPP 50 - 264 -3 / 4

[

Applications

® HVAC system

@ Water supply system: Filtration and transfer at waterworks;
Pressure boosting in main pipe

® Industrial applications: Washing & cleaning systems, boiler
feeding cooling water circulation, water treatment systems,
and auxiliary systems

e Fire-fighting system

Design & Structure

® Product Standards: BS EN733/DIN24255

® Flange Standard: DIN2501 PN16, GB/T17241.6 PN16(The inlet
& outlet flange could be customized according to other flange
standard such as ANSI, JIS, GOST)

Working Conditions

@ Clean, thin, non-aggressive, non-flammable, explosive, and gas
free liquid that does not contain solid particles (particle size =
0.2mm) and fibers, and the liguid cannot react chemically to
the pump material.

® Liquid Temperature: -10°C ~ +110°C

® Environment Humidity: Relative humidity must not exceed 95%

e Rated Speed:1750/3500 rpm at 60Hz

Motor Pole

Rated Power (kW)

Impeller Nominal Diameter (mm)
Inlet/Outlet Diameter (mm)

LEO Vertical In-line Pump

01

__'___,..-ﬂ
LEPONO LEO
.
Materials Table
No. Part Material No. Part Material
1 Pump Body HT200 11 Vent Hole C35
C35 (Standard) 12 Adaptor HT200
2 Impeller Nut =
AlSI304 13 Guard Galvanized Sheet
C35 (Standard) 14 Screw C35
3 Flat Washer
AlSI304 15 Screw Bolt C35
65Mn (Standard) 16 Screw Nut C35
4 Spring Washer
AISIZ04 17 Screw Bolt C35
5 Front-Wear Ring HT250 18 1/4 Plug C35
HT200 (Standard) 19 Drainage Hole C35
H65 C45
6 Impeller QSn4-8 20 Key AlISI304
AISI304 AlSI304
AISI3Z16 21 Screw Nut C35
7 Seal Seat 2Cr13 22 Motor V1
Mech Seal MG 23 Key C45
Casing Gasket Paper 24 Screw C35
10 Casing Cover HT200 25 Shaft 2Cr3
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Scope of Performance (60Hz)
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MPP

Vertical In-line Pump
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Performance Parameter (60Hz)
Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m
1 130 3.60 356 221 57 25
2 216 6.00 ) 3500 2.88 & 64 139 6
3 259 7.20 271 3.09 62 8.4
T 121 336 2.5 1.91 56 25
& 202 5.60 286 3500 245 5 64 132 6
T 242 6.72 25.0 262 63 8.4
MPP40-139
7 11.2 312 268 1.52 54 25
8 18.7 520 229 3500 1.85 22 63 122 6
9 225 6.24 19.4 192 62 8.4
T 10.8 3.00 19.8 112 52 25
11 18.0 5.00 16.0 3500 1.29 j = 61 106 6
12 216 6.00 13.0 1.37 56 8.4
13 16.8 4,68 583 5.15 52 38
14 28.1 7.80 520 3550 6.63 75 60 174 83
15 337 9.36 46.0 7.41 57 12
16 143 396 450 343 51 38
17 MPP50-174 238 6.60 40.0 3550 4.54 55 57 152 83
18 285 792 342 497 535 12
19 11.4 318 345 234 46 38
20 19.1 530 320 3500 3.02 4 55 133 83
T 229 6.36 283 533 53 12
22 16.4 4.56 96.0 9.34 46 1.5
? 274 7.60 85.0 3550 12.07 15 525 214 3
24 328 912 755 13.37 505 4.5
? 14.5 4.02 78.0 6.99 44 Tib
26 MPP50-214 241 6.70 68.0 3550 8.76 m 51 195 3
27 289 8.04 58.0 9.73 47 45
28 130 3.60 61.0 490 i 15
29 216 6.00 530 3550 6.24 75 50 173 &
? 25.9 7.20 45.0 6.91 46 4.5
3] 281 7.80 139.0 2417 £ 25
? 46.8 13.00 121.0 3570 3025 37 51 264 43
33 56.2 15.60 100.0 32.56 47 6.1
MPP50-264
34 259 7.20 125.0 2053 43 25
25 432 12.00 110.0 3550 2539 30 51 250 43
36 51.8 14.40 925 28.40 46 6.1
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MPP

Vertical In-line Pump

Performance Parameter (60Hz)

Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m
37 216 6.00 102.0 15.80 38 25
? 36.0 10.00 920 3550 19.62 22 46 225 43
? 432 12.00 79.0 21.63 43 6.1
—] MPP50-264
40 19.4 5.40 87.0 12.46 37 25
T 324 9.00 80.0 3550 16.05 185 G 210 4.3
7 389 10.80 71.0 17.49 43 6.1
43 259 7.20 371 385 68 2
T 43.2 12.00 334 3550 531 75 T4 139 G
? 51.8 14.40 300 597 71 6.5
? 238 6.60 31.7 306 67 2
7 396 11.00 28.4 3550 414 55 74 130 4
7 475 13.20 255 465 71 6.5
? 216 6.00 27.0 241 66 2
? MPP65-139 36.0 10.00 238 3500 318 4 735 122 4
T 432 12.00 21.0 348 71 6.5
? 20.1 5.58 220 1.80 67 2
-? 335 9.30 19.0 3500 237 3 73 12 4
? 40.2 11.16 16.5 258 70 6.5
? 184 510 17.4 136 64 2
? 306 8.50 15.0 3500 174 22 72 100 “
? 36.7 10.20 12.8 188 68 65
58 216 6.00 58.7 622 555 22
? 36.0 10.00 538 3550 812 1 65 174 38
F 432 12.00 48.8 912 63 55
? 19.7 5.46 473 452 56 22
? MPP65-174 328 9.10 42.0 3550 586 75 64 155 38
? 393 1092 36.5 6.46 605 55
? 17.3 4.80 36.5 324 53 22
65 288 8.00 326 3550 413 55 62 139 38
-6—6 346 9.60 282 466 57 55
67 259 7.20 85.0 11.54 52 2.3
? 432 12.00 75.0 3550 14.96 185 59 214 4.1
? 51.8 14.40 66.5 16.77 56 6.4
— MPP65-214
70 246 6.84 74.0 9093 50 23
7—1 41.0 11.40 65.0 3550 1253 15 58 200 4.1
7 49.2 13.68 55.0 13.67 54 6.4
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Performance Parameter (60Hz)
Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m

73 216 6.00 55.0 6.89 47 23
7 MPP65-214 36.0 1000 470 3550 8.54 11 54 175 4.1
? 432 1200 390 937 49 6.4

76 313 8.70 131.0 2541 Ldy 2.1
7 522 1450 117.0 3570 3263 37 51 264 34
? 62.6 1740 101.0 36.29 475 53
? 28.1 7.80 106.5 20.89 39 2.1
? MPP6E5-264 46.8 13.00 975 3550 2487 30 50 240 34
7 56.2 1560 850 28.28 46 53
? 248 6.90 79.0 14.07 38 2.1
? 41.4 1150 70.0 3550 16.80 22 47 210 3.4
‘? 497 1380 61.0 18.56 445 53

85 389 10.80 385 6.00 68 23
? 64.8 1800 350 3550 787 11 785 139 4
? 778 21.60 319 9.13 74 il
? 346 9.60 313 453 65 23
? MPPE5-139* 576 16.00 280 3550 5.94 D 74 128 4
9—0 69.1 1920 250 6.68 705 55
T 302 8.40 230 316 60 235
? 504 1400 208 3550 397 55 72 110 4
? 60.5 16.80 181 4.52 66 55

94 454 1260 62.1 11.89 64 25
? 75.6 21.00 581 3550 16.06 185 745 174 5.1
? 90.7 2520 520 18.23 705 6.5
? 432 1200 490 9.30 62 Hh5
? 72.0 20.00 44.0 3550 12.07 15 715 155 51
? 86.4 2400 398 13.88 675 6.5
— MPPE5-174"

100 389 1080 405 727 59 35

101 64.8 18.00 36.0 3550 9.08 11 70 142 5.1
E 77.8 2160 310 10.03 655 6.5
“E 346 9.60 324 535 57 e
K 576 16.00 280 3550 6.46 Tk 68 128 51
ﬁ 69.1 1920 240 7.06 64 6.5

106 48.6 1350 91.8 2026 60 28
? MPP65-214* 81.0 2250 80.0 3550 26.75 30 66 214 535
W 972 2700 70.0 2990 62 76

(Note: Models marked with

“* " have the same motor power and maximum impeller diameter, but differ in both pump body and impeller design)
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MPP

Vertical In-line Pump

Performance Parameter (60Hz)

Capacity Head Speed Power(kw) Eff Impeller Dia. | (NPSH)r

No. Model

m’/h L/s m r/min Shaft Motor % mm m

109 406 11.28 74.0 1462 56 28
$ 67.7 18.80 66.0 3550 12.02 22 64 191 55

LN | 812 2256 590 2123 615 7.6
— MPP65-214"

112 389 10.80 64.0 12.33 55 28
? 64.8 18.00 558 3550 15.64 18.5 63 178 53
W 77.8 21.60 48.0 17.24 59 7.6

115 64.8 18.00 36.0 9.93 64 3
? 1080 30.00 298 3550 11.85 15 T4 139 5

117 1296 36.00 255 12.86 70 6.8
ﬁ 56.2 15.60 321 833 59 5
ﬂﬁ MPP80-139 936 26.00 254 3550 894 11 725 132 5
K 1123 31.20 218 9.67 69 6.8

121 51.8 14.40 26.0 6.44 57 =
? 86.4 2400 209 3550 i 11 69 120 5
? 1037 2880 175 7.61 65 6.8

124 S8 21.60 570 16.77 72 35
? 1296 36.00 485 3550 21.68 30 79 174 56

126 1555 4320 420 2373 75 7.2

127 73.4 20.40 515 14.31 T &5

128 1224 3400 440 3550 18.58 22 79 165 56
E 1469 40.80 37.0 19.88 745 72

130 69.1 19.20 46.5 12.33 o3 | 55
? MPPB80-174 1152 32.00 40.0 3550 15.99 185 78.5 157 5.6

132 1382 38.40 340 17.19 745 T2
? 64.8 18.00 410 10.20 71 55

134 1080 30.00 346 3550 1297 15 785 148 56
? 1296 36.00 300 1413 75 T2
E 583 16.20 330 739 71 35

137 972 27.00 280 3550 9.57 11 775 134 56
ﬂg’ 1166 32.40 240 10.31 74 72

139 799 2220 758 25.01 66 55
W 1352 37.00 64.0 3570 31.60 37 755 195 55

141 1598 44.40 56.0 3460 70.5 7

MPP80-214

142 73.4 20.40 61.0 18.78 65 525

143 1224 3400 520 3550 2409 30 72 178 55
ﬁ 1469 40.80 450 26.88 67 7

(Note: Models marked with " * ~ have the same motor power and maximum impeller diameter, but differ in both pump body and impeller design)
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Performance Parameter (60Hz)

Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m
145 69.1 19.20 54.0 15.89 64 35
146 1152 32.00 46.0 3550 2034 30 71 168 55
147 1382 3840 390 2226 66 7
— MPPB0-214
148 95.0 26.40 148.5 57.40 67 4.5
149 1584 4400 135.0 3570 77.69 S0 75 264 74
g 190.1 52.80 117.0 84.16 72 9.1
151 90.7 2520 130.0 49.44 65 45
152 151.2 42.00 116.0 3570 64.58 75 74 246 '
153 1814 50.40 100.0 7063 70 91
— MPP80-264
154 756 21.00 1025 3461 61 45
155 126.0 35.00 90.0 3570 4414 55 70 217 7
156 1512 42.00 80.0 49.19 67 9.1
157 1102 30.60 57.0 26.32 65 -
158 1836 51.00 490 3570 55:15 37 T4 174 59
159 2203 61.20 41.0 35.16 70 8
160 103.7 28.80 48.0 21.87 62 &
161 MPP100-174 1728 48.00 392 3550 2563 30 72 164 59
162 2074 57.60 330 27.83 67 8
163 972 27.00 390 17.22 60 4
164 162.0 45.00 305 3550 19.80 22 68 148 59
E 1944 54.00 255 20.78 65 8
166 1253 34.80 91.0 47.79 65 5
? 2088 58.00 830 3570 62.13 75 76 214 84
168 2506 69.60 725 66.89 T4 10
g 1188 33.00 745 38.28 63 5
170 1980 55.00 66.0 3570 47.48 55 75 195 84
171 2376 66.00 58.0 5252 715 10
MPP100-264
172 1123 31.20 65.0 3372 59 5
173 1872 52.00 570 3570 3983 45 73 182 8.4
174 2246 62.40 50.0 4372 70 10
175 1080 30.00 540 27.88 57 5
W 1800 50.00 450 3570 3065 37 72 169 8.4
177 2160 60.00 375 33.96 65 10
178 1253 3480 1045 54.88 65 L
179 MPP100-264 2088 58.00 102.0 3570 80.04 90 725 239 75
180 2506 69.60 20.0 88.41 695 10.4




MPP

Vertical In-line Pump

Performance Parameter (60Hz)

Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m
181 1166 3240 1025 51.71 63 4
182 1944 54.00 90.0 3570 66.21 75 72 226 75
183 2333 64.80 80.0 72.64 70 104
— MPP100-264
184 108.0 30.00 82.0 40.90 59 &
185 180.0 50.00 70.0 3570 48.36 55 71 208 75
186 216.0 €0.00 62.0 53.27 685 104
187 1555 4320 58.0 40.29 61 6
188 2592 72.00 46.0 3570 45.76 55 71 190 7
189 311.0 86.40 36.0 46.23 66 10
190 1490 41.40 555 37.56 60 6
191 2484 69.00 455 3570 4337 45 71 186 7
192 298.1 82.80 36.0 43.64 67 10
— MPP125-190
193 1469 40.80 50.0 35.11 57 6
194 2448 68.00 375 3570 3523 37 71 175 7
195 2938 81.60 295 35.24 67 10
196 168.5 46.80 90.0 70.03 59 7.8
197 280.8 78.00 77.5 3570 79.06 90 75 210 85
198 3370 93.60 68.0 8437 74 9
199 162.0 45.00 795 59.48 59 7.8
200 270.0 75.00 65.5 3570 65.12 75 74 200 85
201 3240 90.00 59.0 71.35 73 9
R — MPP125-214
202 151.2 42.00 60.0 42.62 58 78
203 2520 70.00 48.0 3570 45.78 55 72 180 85
204 3024 84.00 40.0 4777 69 9
205 77 213 87 036 50 2
206 12.8 3.55 7.0 1710 044 0.55 56 139 3
207 153 426 55 045 515 45
— MPP40-139/4
208 6.0 1.68 6.1 027 37 2
209 10.1 2.80 5.0 1710 031 0.55 45 120 3
210 12:1 3.36 42 032 43 45
211 9.1 252 157 071 48 28
212 151 4.20 11.7 1710 086 1.1 56 174 38
213 18.1 5.04 101 096 52 4.9
— MPP50-174/4
214 7.6 210 115 053 45 29
215 126 350 100 1710 062 075 555 157 38
216 15.1 4.20 8.2 065 52 49
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EPONO’ LEO
i —
Performance Parameter (60Hz)
Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r

No. Model

m’/h L/s m r/min Shaft Motor % mm m
217 6.9 1.92 9.4 0.40 S 29
218 MPP50-174/4 115 320 8.0 1710 0.47 0.55 55 145 38
219 13.8 3.84 6.5 0.53 46 49
220 8.0 222 224 1.06 46 2
221 133 3.70 200 1710 134 22 54 214 24
222 16.0 bbb 175 1.49 51 3
223 7.8 216 188 0.95 42 2
224 MPP50-214/4 13.0 3.60 16.0 1710 1.18 1.5 48 200 2.4
225 15.6 432 13.0 1.22 45 3
226 6.5 1.80 14.0 0.71 35 2
227 10.8 3.00 12.0 1710 0.84 1.1 42 171 24
228 13.0 360 10.0 0.91 39 5
229 13.4 372 327 2.54 47 .7
230 223 6.20 280 1710 15 4 54 264 32
231 26.8 7.44 235 350 49 4.3
232 11.2 312 259 1.80 L4y 17
233 MPP50-264/4 18.7 520 230 1710 230 3 51 235 32
234 225 6.24 19.4 247 48 43
235 29 276 210 139 41 1.7
236 16.6 4.60 19.0 1710 1.70 22 505 215 32
; 199 552 165 199 45 4.3
238 14.7 4,08 86 0.52 66 22
E MPP65-139/4 245 6.80 74 1710 0.65 0.75 755 139 37
240 294 8.16 6.4 0.71 72 55
241 13.0 3.60 6.8 0.39 62 22
242 216 6.00 58 1710 047 0.55 72 126 37
243 259 7.20 49 0.48 715 55
244 1.2 312 53 027 59 22
245 MPP65-139/4 18.7 520 4.4 1710 033 0.55 69 110 37
246 225 6.24 35 033 64 53
247 95 2.64 4.2 0.19 56 22
248 158 4.40 S 1710 0.23 055 66 100 27
249 19.0 528 28 024 61 53
250 1.7 3.24 135 0.79 54 2
251 MPPG5-174/4 19.4 540 120 1710 098 1.5 65 174 3
252 233 6.48 102 1.08 60 35
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MPP

Vertical In-line Pump

Performance Parameter (60Hz)

Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m

253 11.4 318 12.4 072 54 2
g 19.1 530 11.0 1710 091 1.1 63 167 3
E 229 6.36 9.0 099 57 35
E 9.7 2.70 9.4 051 49 2
g MPP65-174/4 16.2 450 8.0 1710 062 0.75 57 145 3
g 194 540 6.5 066 52 35
—g 82 2.28 76 037 46 2
E 13.7 3.80 6.7 1710 045 0.55 56 132 3
? 16.4 4.56 56 049 51 35

262 125 3.48 196 137 49 23
“E 209 5.80 T7%5 1710 172 22 58 214 3
E 251 6.96 15.4 191 55 35
g 108 3.00 154 1.05 43 23
g MPP65-214/4 18.0 5.00 14.0 1710 127 15 54 191 3
E 216 6.00 12.0 138 51 35
E 99 276 12.0 0.79 41 23
E 16.6 4.60 105 1710 097 1.1 49 169 S
% 19.9 552 8.6 1.08 43 35

271 156 432 306 288 45 2
; 259 7.20 270 1710 360 55 53 264 25
E 31.1 8.64 229 404 48 35
; 143 3.96 273 241 G 2
E 238 6.60 25.0 1710 301 4 52 252 25
R 285 792 219 347 49 35
— MPP65-264/4

277 13.4 372 22.4 195 42 2
g 223 6.20 20.0 1710 243 3 50 230 25
E 26.8 744 17.0 276 45 35
g 121 336 17.7 154 38 2

281 20.2 5.60 15.7 1710 1.80 22 48 205 25
E 242 6.72 13.0 204 42 35

283 143 3.96 542 6.19 34 1.4
E 238 6.60 493 1760 760 11 42 329 1.8
E 285 792 415 848 38 24
— MPP65-329/4

286 13.0 3.60 473 506 33 1.4
E 216 6.00 43.2 1710 6.20 75 41 312 1.8
E 259 7.20 38.0 6.88 39 2.4

11
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Performance Parameter (60Hz)
Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m*/h L/s m r/min Shaft Motor % mm m
289 1.7 324 373 382 31 1.4
290 19.4 5.40 33.0 1710 448 55 39 283 1.8
291 233 6.48 26.0 493 335 24
E— MPP65-329/4
292 10.4 2.88 30.0 2.83 30 1.4
293 173 4.80 270 1710 3.44 4 37 255 1.8
294 20.7 5.76 21.0 383 31 2.4
295 205 5.70 9.2 0.84 61 23
296 34.2 9.50 8.2 1710 1,12 15 68 139 29
297 41.0 1140 7.1 1.26 63 38
298 19.4 5.40 7.6 0.68 595 23
299 324 9.00 6.6 1710 0.88 1.1 66 128 29
300 389 1080 56 0.97 61 38
SE— MPP65-139/4"
301 173 4.80 6.1 048 60 25
302 288 8.00 55 1710 0.67 0.75 64 118 29
303 346 9.60 46 0.7 61 38
304 16.2 4.50 55 0.47 52 23
305 27.0 7.50 46 1710 0.54 0.75 63 110 29
306 324 9.00 40 0.58 61 38
307 259 7.20 14.4 1.52 67 23
308 432 12.00 129 1710 2.02 3 75 174 33
309 51.8 1440 T8 229 71 45
310 244 6.78 12.8 151 65 23
3 40.7 1130 115 1710 172 22 74 165 235
312 488 1356 10.0 1.93 69 45
— MPPG65-174/4"
313 227 6.30 9.7 0.95 63 23
314 378 1050 85 1710 123 15 gl 145 33
315 454 1260 7.0 137 63 45
316 19.4 540 8.0 072 59 23
317 32.4 9.00 7.0 1710 0.91 1.1 68 132 33
318 389 1080 6.0 1.01 63 45
319 238 6.60 213 226 61 1.6
320 396 11.00 185 1710 294 4 68 214 23
321 475 1320 16.0 324 64 2
— MPP65-214/4*
322 22.0 6.12 177 1.83 58 1.6
323 36.7 1020 150 1710 2.31 3 65 195 23
324 441 1224 131 2.54 62 3

(Note: Models marked with " * * have the same motor power and maximum impeller diameter, but differ in both pump body and impeller design)
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MPP

Vertical In-line Pump

Performance Parameter (60Hz)

Capacity Head Speed Power(kw) Eff Impeller Dia. | (NPSH)r
No. Meodel
m’/h L/s m r/min Shaft Motor % mm m
325 19.4 5.40 14.5 1.40 55 16
g MPP65-214/4* 32.4 9.00 120 1710 1.68 22 63 175 23
327 389 10.80 101 1.81 59 3
328 28.1 7.80 335 413 62 23
329 46.8 13.00 300 1710 563 75 68 264 25
% 56.2 15.60 275 6.47 65 3
331 259 7.20 27.0 323 59 23
E MPP65-264/4" 432 12.00 24.0 1710 435 55 65 231 25
333 51.8 14.40 217 494 62 3
; 238 6.60 21.0 243 56 23
"E 396 11.00 185 1710 322 B 62 205 25
“g 475 13.20 16.0 557 58 3
337 36.7 10.20 54.0 10.29 525 1.9
g 61.2 17.00 47.8 1760 13.74 185 58 329 27
E 734 20.40 41.7 1517 55 Z5
340 346 9.60 490 8.87 52 19
341 576 16.00 425 1760 11.70 15 57 316 2.7
342 69.1 19.20 36.0 12.79 53 35
MPP65-329/4"
343 30.2 8.40 425 715 49 19
344 50.4 14.00 38.0 1760 9.16 1 57 295 2.7
E 60.5 16.80 326 10.14 53 35
346 259 7.20 33.0 518 45 19
? 432 12.00 30.0 1710 6.79 75 52 267 27
348 51.8 14.40 26.0 7.20 51 35
349 32.4 9.00 85 1.10 68 22
350 540 15.00 72 1710 1.34 15 79 139 27
? 64.8 18.00 6.0 1.41 75 3.7
—] MPP80-139/4
352 27.0 750 6.8 0.86 58 22
353 45.0 12.50 55 1710 0.91 1.1 74.5 125 27
E 54.0 15.00 4.8 1.01 70 37
355 378 10.50 133 194 705 26
g 63.0 17.50 113 1710 234 3 83 174 32
357 75.6 21.00 100 259 79.5 36
MPP80-174/4
358 36.7 10.20 11.0 1.55 71 26
359 61.2 17.00 9.0 1710 1.90 22 79 160 32
% 73.4 20.40 7.2 203 71 36

(Note: Models marked with ” ** have the same motor power and maximum impeller diameter, but differ in both pump body and impeller design)
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EPONO’ LEO
— —
Performance Parameter (60Hz)
Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m
361 281 7.80 84 1.02 63 26
362 MPP80-174/4 46.8 13.00 T2 1710 1.24 T:5 T4 135 32
363 562 15.60 6.2 152 72 36
364 432 12.00 212 356 70 23
365 720 20.00 182 1710 452 55 79 214 26
g 86.4 24.00 15.9 493 76 32
367 389 10.80 175 262 70 23
368 MPP80-214/4 64.8 18.00 143 1710 324 &4 78 193 26
369 77.8 21.60 13.0 362 76 32
g 346 9.60 132 1.86 67 23
371 57.6 16.00 11.4 1710 2.42 3 T4 175 26
372 69.1 19.20 9.7 261 70 32
373 50.8 1410 350 7.02 69 2
374 846 2350 300 1760 9.16 11 755 264 28
375 1015 28.20 26.1 10.03 72 36
376 432 12.00 280 492 67 2
37T MPP80-264/4 720 20.00 245 1710 6.50 27 74 235 28
378 86.4 24.00 20.0 6.98 675 36
379 36.7 10.20 225 341 66 2
380 61.2 17.00 200 1710 451 55 74 215 2.8
? 734 2040 17.1 511 67 36
382 518 14.40 540 13.15 58 24
E 86.4 2400 49.0 1760 17.48 22 66 329 30
384 103.7 28.80 435 19.20 64 &4
; 508 14.10 520 12.40 58 24
386 846 2350 473 1760 16.52 185 66 320 30
387 1015 2820 41.8 18.07 64 4
MPP80-329/4

388 43.2 12.00 448 925 57 24
389 720 20.00 40.8 1760 12.22 15 65.5 304 3.1
390 86.4 24.00 36.8 1333 65 4
391 389 10.80 342 6.59 55 24
E 648 18.00 305 1760 8.48 11 635 270 34
393 778 21.60 26.5 9.20 61 4
394 56.2 15.60 132 293 69 28
395 MPP100-174/4 936 26.00 11.2 1710 357 55 80 174 3
396 1123 31.20 Q7 391 76 4.4
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MPP

Vertical In-line Pump

Performance Parameter (60Hz)

Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m
397 518 14.40 125 256 69 28
Q 86.4 24.00 131 1710 LA e 80 170 5
E 1037 28.80 9.7 354 775 44
R 518 14.40 10.5 215 69 28
K MPP100-174/4 86.4 2400 8.6 1710 263 5 77 158 3
E 103.7 28.80 7.1 275 73 4.4
E 475 13.20 8.4 162 67 28
E 792 22.00 6.7 1710 193 22 75 141 8
E 95.0 26.40 55 201 71 4.4
406 778 21.60 220 622 75 27
'E 1296 36.00 19.0 1760 799 11 84 214 38
E 1555 4320 16.5 874 80 4.8
E 73.4 20.40 180 4.80 75 27
K MPP100-214/4 122.4 34.00 15.7 1710 627 bt 835 202 38
F 1469 40.80 13.0 6.94 75 4.8
H 60.5 16.80 15.0 555 70 27
-E 100.8 28.00 13.0 1710 458 B 78 183 38
W 121.0 33.60 11.9 509 77 4.8
415 756 21.00 340 10.15 69 27
H 126.0 35.00 300 1760 13.38 18.5 77 264 34
F 151.2 42.00 26.4 14.80 735 4
K o e 19.80 320 914 68 27
K MPP100-264/4 1188 33.00 280 1760 11.77 15 77 255 34
E 1426 39.60 250 13.12 74 &
? 69.1 19.20 270 742 685 27
E 1152 32.00 229 1760 971 11 74 233 34
E 1382 38.40 19.5 10.49 70 4
424 86.4 24.00 545 19.44 66 25
425 144.0 40.00 48.0 1780 26.16 37 74 329 35
'E 172.8 48.00 420 28.25 70 45
E 82.1 2280 51.0 17.28 66 25
E MPP100-315/4 136.8 38.00 453 1760 2345 30 72 319 5.5
E 164.2 45.60 39.1 2499 70 4.5
E 77.8 21.60 425 13.44 67 25
H 1296 36.00 380 1760 18.64 22 72 295 5.5
E 1555 4320 320 2024 67 45
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EPONO’ LEO
— —
Performance Parameter (60Hz)
Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r

No. Model

m’/h L/s m r/min Shaft Motor % mm m
433 69.1 19.20 39.0 11.48 64 25
434 MPP100-315/4 1152 32.00 350 1760 15.26 18.5 72 282 35
435 1382 3840 302 16.49 69 45
436 778 21.60 86.0 31.97 57 23
437 1296 36.00 77.0 1780 42.49 55 64 409 29
E 1555 43.20 69.0 4716 62 35
439 73.4 2040 771 27.07 57 23
440 MPP100-409/4 1224 3400 69.5 1780 36.22 45 64 387 29
441 1469 40.80 59.0 38.39 61.5 35
K 69.1 19.20 675 2230 57 23
443 1152 32.00 61.0 1780 2992 37 64 364 29
dpdydy 1382 3840 530 32.46 615 35
445 756 21.00 138 4.51 63 26
446 1260 35.00 10.7 1710 4.87 55 755 120 28
447 151.2 42.00 8.7 491 73 32
448 73.4 2040 122 388 63 26
449 MPP125-190/4 1224 34.00 89 1710 393 L 755 179 28
450 1469 40.80 6.5 3.88 67 32
451 64.8 18.00 102 290 62 26
452 108.0 30.00 7.4 1710 294 5 74 162 2.8
E 1296 36.00 5.7 292 69 32
454 1102 30.60 225 9.43 71 3
E 1836 51.00 19.2 1760 11.86 15 81 214 i
456 2203 61.20 16.5 12.86 77 4.7
E 1015 2820 19.2 7.48 71 3
458 1692 47.00 16.0 1760 9.22 m 80 202 &
459 2030 56.40 13.2 9.61 76 4.7

MPP125-214/4

460 90.7 2520 165 591 69 3
461 152 42.00 13.0 1710 6.69 75 80 192 4
462 1814 50.40 105 6.92 75 4.7
463 778 21.60 13.0 4.05 68 kS
H 1296 36.00 10.0 1710 459 55 77 173 4
465 1555 43.20 82 4.76 73 4.7
466 1123 31.20 358 15.65 70 26
467 MPP125-264/4 1872 52.00 320 1760 20.66 30 79 264 36
468 2246 62.40 288 2320 76 45
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MPP

Vertical In-line Pump

Performance Parameter (60Hz)

Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r
No. Model
m’/h L/s m r/min Shaft Motor % mm m

469 108.0 30.00 32.4 1362 70 26
E 180.0 50.00 28.0 1760 17.38 22 79 252 36
? 216.0 60.00 250 19.49 755 45
— MPP125-264/4

472 99.4 27.60 29.1 11.59 68 26
K 165.6 46.00 251 1760 14.43 185 785 242 36
ﬂ 198.7 55.20 222 16.03 75 4.5

475 99.4 27.60 571 2378 65 2
R 165.6 46.00 53.0 1780 31.89 37 75 329 3
? 198.7 55.20 47.0 36.36 70 4
R 90.7 2520 472 17.95 65 2
R MPP125-329/4 151.2 42.00 45.0 1760 25.05 30 74 305 3
E 181.4 50.40 38.0 26.84 70 4
K 778 21.60 382 12.45 65 2
E 1296 36.00 38.0 1760 18.64 22 72 281 3
E 1555 43.20 348 21.07 70 4

484 1210 33.60 87.0 4411 65 23
E 2016 56.00 77.0 1780 58.75 75 72 409 36
R 2419 67.20 68.5 65.44 69 45
E 108.0 30.00 65.0 2943 65 23
E 180.0 50.00 60.0 1780 41.45 55 71 383 36
E 216.0 60.00 55.0 4726 685 45
— MPP125-409/4

490 103.7 28.80 573 2490 65 23
K 172.8 48.00 525 1780 3531 45 70 363 36
E 207.4 57.60 47.0 39.64 67 45
E 99.4 27.60 52.0 2235 63 23
E 165.6 46.00 46.5 1780 30.41 37 69 345 36
E 198.7 55.20 420 34.46 66 45

496 157.7 43.80 204 12.89 68 37

497 262.8 73.00 171 1760 15.70 185 78 214 4
m 3154 87.60 14.1 17.06 71 44
E 1447 40.20 17.8 10.48 67 37
% MPP150-214/4 2412 67.00 145 1760 12.38 15 77 206 “
? 2894 80.40 11.0 12.57 69 4.4
5 1296 36.00 153 858 63 37
g 216.0 60.00 12.0 1760 829 11 76 193 4
E 2592 72.00 9.0 935 68 4.4
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EPONO’ LEO
— —
Performance Parameter (60Hz)
Capacity Head Speed Power(kW) Eff Impeller Dia. | (NPSH)r

No. Model

m’/h L/s m r/min Shaft Motor % mm m
505 1836 51.00 331 24.00 69 25
; 306.0 8500 30.7 1780 31.60 37 81 264 45
E 3672 102.00 271 3568 76 63
5 1598 4440 280 18.48 66 25
g 266.4 7400 26.0 1760 2359 30 80 245 4.5
W 3197 88.80 235 2658 77 6.3
— MPP150-264/4
511 151.2 4200 240 15.21 65 25
E 2520 7000 213 1760 18.99 22 77 228 45
; 302.4 84.00 182 2054 73 6.3
? 1404 3900 218 13.03 64 25
? 2340 65.00 19.1 1760 16.02 185 76 217 45
; 280.8 7800 165 17.29 73 6.3
517 180.4 50.10 52.0 3549 72 2.4
ﬁ 3006 8350 46.8 1780 46.75 55 82 329 55
g 360.7 100.20 415 52.29 78 5
; 162.0 4500 455 27.90 72 2.4
; MPP150-329/4 270.0 7500 415 1780 37.46 45 815 307 S5
E 324.0 90.00 370 41.61 785 5
g 1404 3900 385 2135 69 24
a 2340 65.00 350 1780 2755 37 81 290 L
E 280.8 78.00 315 31.71 76 5
526 1728 48.00 720 48.43 70 28
E 288.0 80.00 67.8 1780 70.94 90 75 375 42
; 3456 96.00 62.0 81.09 72 5/
E 162.0 4500 67.2 4299 69 28
g MPP150-409/4 2700 75.00 62.5 1780 61.31 75 75 365 4.2
; 3240 90.00 580 7014 73 57
E 140.4 39.00 550 31.88 66 28
533 2340 65.00 519 1780 4533 55 73 330 4.2
'53—4 280.8 7800 485 52.27 71 57
535 2376 66.00 195 2254 56 45
g 396.0 110.00 I'E5 1760 2485 30 76 214 56
Q 4752 132.00 157 26.75 76 6.8
— MPP200-214/4
538 216.0 60.00 162 18.34 52 4.5
g 360.0 100.00 138 1760 19.91 22 68 198 56
g 4320 120.00 125 21.64 68 6.8
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MPP

Vertical In-line Pump

Performance Parameter (60Hz)

40-139-4

3500rpm

50-174-11
3500rpm

; LEO
LEPONO oo
Hydraulic Performance Curves (60Hz)

Capacity Head Speed Power(kw) Eff Impeller Dia. | (NPSH)r

No. Meodel
m’/h L/s m r/min Shaft Motor % mm m
541 203.0 56.40 14.4 15.03 53 45
g MPP200-214/4 3384 94.00 122 1760 16.54 185 68 185 56
543 406.1 112.80 111 18.06 68 6.8
S544 2268 63.00 342 2895 73 2.8
545 3780 105.00 30.7 1780 3953 55 80 264 43
E 4536 126.00 265 44.26 74 6.8
547 2052 57.00 308 24.60 70 2.8
548 3420 95.00 28.0 1780 3262 45 80 256 4.3
549 4104 114.00 250 36.31 77 6.8

MPP200-264/4
550 1944 54.00 285 21.88 69 28
-a 3240 90.00 26.0 1780 29.06 37 79 245 43
552 3888 108.00 231 31.78 77 6.8
553 1836 51.00 250 19.24 65 28
554 306.0 85.00 21.0 1760 23.04 30 76 230 4.3
E 3672 102.00 18.0 26.10 69 6.8
556 2592 72.00 542 5317 72 33
557 4320 120.00 50.0 1780 71.78 90 82 329 5
558 5184 144.00 450 80.97 78.5 6.7
559 2376 66.00 50.0 4559 71 33
560 396.0 110.00 46.7 1780 61.45 75 82 315 5
Q 4752 132.00 42.0 67.98 80 6.7
MPP200-329/4

562 2160 60.00 413 3472 70 335
g 3600 100.00 36.0 1780 4414 55 80 297 5
564 4320 120.00 305 47.87 75 6.7
; 1944 54.00 36.0 27.24 70 33
566 3240 90.00 320 1780 36.22 45 78 280 5
; 3888 108.00 28.0 3955 75 6.7
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